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SPECIFICATIONS

Basic Functions Range Best Accuracy
OC “altage 200 m 2202000 000 £ 5%+1)
AL Voltage 202002000 E0 £(0 g%+
OC Currert 2mAZ00mAZDA Ei0.2%+1]
AL Current 2mAZ00mAs204 Eq 443
Resistance 20002k 2 0heds 2 M Qr 20 0 0 a%+10)
Capacitance 2nFiz200nFr20pF L+
Temperature [°C] -A0°C ~ 1000°C T
Frequency ZhH=r20kH= £ B8
Special Functions

Diode e

Cortinuity Buzzer By

Transistor u

Sleep Mode o

Loner Battery Display o

Input Impedance for
OC “oltage Measuremernt

Around 10M G

M=z, Display

1999

GENERAL CHARACTERISTICS

Pomwar

oV Battery (BF22)

LCD Size

53 % 32 mm

Froduct Colour

UT39C- Grey Holster Red

Product MNet Weight

Around 3109 (Including Holstern

Product Size

172 83 x38mm

Standard Accessaries

Faint Contact Temperature Probe

Test Lead, Battery, English Manual, Holster,

Optional Accessories*

Built-ln Test Lead Light Plus (UT-LZ)

Clip-On Test Lead Light {UT-TL), Builtln Test Lead Light (UT-L13,

Standard Individual Packing

ift Box

Standard Quantity Per Cartan

40 po=

Standard Carton
Mezsurement

5094 414 % 334mm
(0.022CHEM Per Standard Carton)

Standard Carton Gross

Wei ghit

Around 29.4g

FAvailable at Extra Cost

Specifications and other information are subject to change without futher notice.




